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Sound Reduction Index 
  /according to 

ISO 10140-2:2010 
 

/Manufacturer: 
IALONET Kontos  Bross Co 

/Client: 
Bross Co 

/ Installation: IALONET 
Kontos  Bross Co 

 /Product name:    
DF80.T / Glass door for indoor spaces DF80.T 

  / Production date : 02/05/2018 
 /Test rooms: FW 

Testing date: 09/05/2018 
Sample dimensions : 900 x 2150 mm 

/ Sample & mounting description: 
-2:2010. 

  
 

  

 
Glass door for indoor spaces, installed according to ISO 10140-2:2010. The system is composed of  the case profile and the tube hinge profile in 
which 

 frame profile and a rubber with lip on the tube 
hinge rame profile. Between the case and the wall, an 
- is installed. On the bottom of the glass panel, an automatic airblock is installed. 

S /S test specimen: 1,89 m2 

 /Mass per unit: kg/m2  

/Temperature: 23  Co 

 /Relative humidity: 50  % 

 /Static pressure 101 kPa 

V  /V Source Room:  56 m3 

V  /V Receiving Room: 51 m3 

 
f(Hz) R(dB) Rmax(dB) 
50 14,0 25,3 
63 19,0 27,6 
80 25,9 47,1 

100 28,8 44,9 
125 27,4 51,9 
160 27,4 51,5 
200 27,7 50,7 
250 31,0 49,8 
315 31,1 51,5 
400 33,7 56,9 
500 33,4 61,0 
630 35,1 64,4 
800 35,6 67,7 

1000 36,5 73,2 
1250 38,1 74,8 
1600 37,5 75,9 
2000 36,0 76,3 
2500 37,7 73,5 
3150 40,1 69,3 
4000 41,4 67,6 
5000 43,9 60,4 

 

 / According 
to the Product Standard EN 14351 -1:2010 
 

Determined value 
 

  H  
      
    

Weighted Sound Reduction Index 
according to measurement results in test rooms in 
third octaves 
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Frequency, f, Hz 

Rw (C;Ctr)  =  36 (0;-2)  dB 
 

 
C50-3150 =    0 dB 
Ctr,50-3150 =   -4 dB 

 
C50-5000 =   0 dB 
Ctr,50-5000 =   -4 dB 

 
C100-5000 =   1 dB 
Ctr,100-5000 = -2 dB 

/Number: .787.2018 

/Date: 09.05.2018 

 
   / Laboratory of Architectural Technology 

  / Notified Body    2326 

:  / Director: K. Axarli 
 

 

/Signature: 
 

 /Test curve 
 


